*ROOF* CUT TOP

SERVICE CAP

LPS LUMINAIRE
(AS SPECIFIED)

GALV. 5 /87 DIA. THROUGH ——~_
BOLT WITH NUT AND WASHER
(WITH CLEVIS AND INSULATOR
WHEN REQUIRED FOR OVERHEAD
CONNECTION)

FEZ 12'——-| le—4-
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2" SCH. 40 PIPE

1/8" X 1/2" X 1 1/2” CHANNEL SCROLL
WITH 1/2"413 X 1/2° LONG HEX
HEAD CAP SCREW

11/2” ENTRANCE NIPPLE WITH
BUSHING (OVERHEAD FEED AS
SPECIFIED OR REQUIRED)

«——— - 1/2" X 3 LONG LAG BOLT

WITH FLAT WASHER

le— . ANSICLASS 5 PRESSURE TREATED

UN-PAINTED WOOD POLE (35 FEET)

—

CONDUIT RISER (AS SPECIFIED
OR REQUIRED)

2 HOLE CONDUIT STRAPS (TYP.)
3’ ON CENTER

FINISH TO DRAIN
FINISHED CRADE

R
A
/Wv
INCAWVANS
18" MIN, ——|

CONDUIT AND WIRING TO
PULLBOX (AS SPECIFIED OR
REQUIRED)

NOTES:
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3000 PSI CONCRETE FiLL

ALL AROUND POLE OR
BACKFILL WITH SHARP SAND
THOROUGHLY COMPACTED
WITH HAND TAMPER; AS
SPECIFIED OR DIRECTED BY
THE ENGEER.

1. PROVIDE OVERHEAD OR UNDERGROUND FEED AS SPECIFIED ON DRAWINGS OR AS DIRECTED BY THE ENGINEER.
2. POLE BAND WITH MOUNTING HARDWARE WIRING AND FUSED CONNECTORS FOR OVERHEAD FEED WHEN REQUIRED
SHALL BE PROVIDED IN ACCORDANCE WITH DETAILS E-41 OR E-42 AS SPECIFIED OR AS DIRECTED BY

THE ENGINEER.
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